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1. INTRODUCTIONS 
Barbara Dennis called the Lubricants Committee Standards Meeting conference call to 
order. Call participants included Teri Kowalski (Toyota); Dan Pridemore and Charlie 
Passut (Afton); Steve Herzog (Rohmax); Chuck Richardson and Ron Romano (Ford); 
Carl Esche (Vanderbilt); Bob Sutherland (Shell); Joe Franklin (Intertek); Matt Snider 
(GM); Steve Swedberg and George Gill (Lubes N Greases); Luc Girard (PetroCanada); 
Joan Evans and Larry Smith (Infineum); Dan Dotson and Thom Smith (Valvoline); Greg 
Raley (Motiva); Harji Gill (Pinnacle); Jessica Robinson (Mitsubishi); Tom Olszewski 
(ExxonMobil); Tracey King (Chrysler); Gail Evans (Lubrizol); Mike Brown (SK); Larry 
Kuntschik (ILMA); Matthew Ansari (Chevron); Ken Chao (John Deere); and Kevin 
Ferrick, Dennis Bachelder, and Mike See (API). 
 
2. PROPOSED REVISIONS TO JANUARY 8 BALLOTED VERSION OF API SN AND 

SN WITH RESOURCE CONSERVING 
Members of the Lubricants Committee proposed several revisions to the January 8 
balloted version of API SN and SN with Resource Conserving for consideration by the 
committee. These revisions are summarized in a presentation included as Attachment 
1. The key revisions are listed below: 

 Require the Sequence IIIGA/ROBO for all 0W-XX, 5W-XX, and 10W-XX oils. 

 Extend the ASTM D892 1-minute settling requirement to 0W-20, 0W-30, 5W-20, 
5W-30, and 10W-30 SN and SN with Resource Conserving oils. 

 Require elastomer compatibility for all SN oils. 
 
Matt Snider followed with a proposal for Lubricants Committee consideration. This 
proposal (included as Attachment 2) accepted the proposed revisions listed above and 
added additional requirements. Mr. Snider’s proposal reflected input from Ford, 
Chrysler, GM, and members of JAMA. Proposed changes include the following: 

 Additional SN user language. 

 Extension of the phosphorus maximum to all SN oils. 

 TEOST 33C for all SN oils. 

 Emulsion retention for all SN oils. 

 Removal of notes related to “C” category first oils. 
 
Call participants then commented on the proposals: 

 TEOST 33C is necessary because higher viscosity grade oils are marketed as 
suitable for turbochargers. 

 No specific data has been brought forward to show that the TEOST 33C correlates 
with preventing problems with turbochargers in the field. 



 If other tests designed to measure an oil’s ability to protect turbochargers is 
available, it should have been proposed for GF-5. 

 An SAE paper and other data has been brought forward to show that the TEOST 
33C protects turbochargers. 

 Some ILSAC members believe SN should not be paired with “C” category oils. Their 
requirements have become too divergent. 

 John Deere recommends CJ-4/SM oils for their engines. Many fleet operators prefer 
to stock one oil that meets both “C” and “S” category requirements. 

 No changes to SM have been proposed, and it will remain a viable category for use 
with “C” categories. 

 Chrysler cannot approve an “S” category that permits phosphorus above 800 ppm. 

 ILSAC members want IIIGA or ROBO run on 15W and 20W oils. 

 Labs have no experience running the ROBO in 15W and 20W viscosity grades. 

 The SN user language could be changed to ensure consumers follow their owner’s 
manual recommendations. 

 
Barbara Dennis concluded the discussion by asking whether committee members 
wanted to ballot any of the proposed changes. The committee expressed a desire to 
meet in Business Session to discuss bringing the issues related to SN to the 
Administrative Guidance Panel for resolution. 
 
3. NEXT MEETING 
The Lubricants Committee Spring Standards and Business Meetings will take place 
May 5 and 6, 2010, in Orlando, FL, at the Hilton Walt Disney World Resort. 


